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Quick Shifter 架構與安裝說明 : 

 

Quick Shifter功能簡介 : 

本產品為提供駕駛者快速換檔的裝置，可減少車輛加速時間，提供駕駛樂趣，當駕駛者有升檔動作發生，訊號將經由訊

號轉換裝置傳送至 aRacer ECU， aRacer ECU偵測到此一訊號時，將進行引擎動力輸出的調節，讓駕駛者無需拉離合

器，即可進行換檔動作，節省拉離合器所需時間。 

 

注意事項 : 

1. 本產品為競技專用產品，請勿使用於一般道路，另外還需安裝 aRacer RC 相關 ECU才可進行作動。 

2. 本產品於安裝時，需確認升檔時感知器是受壓縮還是伸張，軟體內部需做設定。 

 

3. 本產品安裝時，需確保感知器上的訊號線朝下，以防進水導致損壞。 

4. 本產品只提供單一規格線頭(直接使用車種，如 YAMAHA R3、R25、Ninja 300)，若車種不符合此對應接頭，需依據

上圖提供之接腳定義做搭接。 

5. 本產品只提供升檔作動，降檔為一般騎乘操作程序。 

6. 本產品目前提供 3.5或 12公分轉接座選擇，其他規格依公司定義發佈，不符合長度者需自行加工修改。 

 

簡易故障排除: 

1. 當出現無法使用此功能升檔時，請檢查接線是否正確。 

2. 當出現換檔不順時，請檢查安裝間隙或參數設定是否調整妥當。相關調整請洽專業技師進行，以免發生危險！！ 

 

範例為 YAMAHA R3設定 

表示功能開啟，點火控制換檔，壓縮時升檔 
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Quick Shifter installation and notice 

  

Function Description 

aRacer Quick Shifter is for clutchless shift in acceleration can improve acceleration time and provides the driving 

pleasure. When shift up is happen, the shift trigger signal will be transported to aRacer ECU, then the engine power 

output is controlled for driver don’t need to declutch, and just shift up the gear. 

Attention: 

1. Quick Shifter is for competition only, please doesn’t use it in normal road. And it needs to work with aRacer RC type 

ECU。 

2. Before the Quick Shifter applications, please confirm your shifter sensor is “tension” or “compression” when shift up 

and set the following items: 

  
3. When Quick Shifter sensor is installed, make sure the wire on the sensor is in the down side to prevent the water 

go into the sensor. 

4. The connector in Quick Shifter is common specs for some bike model without any modified(just plug & play as 

YAMAHA R3,R25,Ninja 300). If the pin definitions in other bikes model aren’t the same as common one, tuner can 

modify the wire according to the pin definitions(as upper diagram). 

5. Quick Shifter is only for shift up in acceleration. The shift down process also requires declutch. 

6. aRacer only provides two size 3.5 or 12 CM shift rod kit now. The others size of rod kit will be defined by aRacer 

latter. If the shift rod length does not meet the installation size, tuner have to modify it by self. 

Trouble Shooting: 

1. When the function can’t work, please verify the signal wire is connected authentically. 

2. When the gearshift can’t be shift up smoothly, please verify the gap of shift rod or adjustment parameters in 

SpeedTuning. Please find the certification technician to do any adjustment to prevent any missing cause risk. 

For example: YAMAHA R3 

QuickShiftOn=On  Function enable 

ShiftCutByFuel=Off  Action by ignition timing control 

QuickShiftTension=Off  Shift up is compression 


